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Boundary 
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design flexibility 
and wraparound 
specification 
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About us intro

Urban Group offers an extensive range of 
design and technical solutions for property 
enclosure, safety, privacy and aesthetics. Our 
2023–24 catalogue provides an easy reference 
for our latest product range, across aluminium 
fencing and gate styles, hardware and 
automation, and our new composite decking 
and fencing.

In addition to an easy-reference catalogue, 
our team is only a phone call away to discuss 
specification and installation options. We’ll 
ensure your fencing and gate solutions are fit for 
purpose and efficient to build, and will enhance 
the architecture of buildings on site.

We’ll bring 
your vision 
to life

‘Everyone loves a quality result. It 
is with genuine enthusiasm that we 
offer you every support to make that 
happen.’ 

As we work through a challenging time for the 
industry – with its fractured supply chains, tight 
labour market, and inflationary pressures – our 
experienced team is here to make your projects 
succeed. Talk to us about your design and 
specification, and we’ll find the solutions to best 
suit you and your customer or client.

The human factor is everything to us. We do our 
very best for all our customers, and provide a 
service with true wraparound support. Strong, 
dependable relationships is a big part of what 
has made us leaders in the field, all backed up 
by products that can be relied on.
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Who we are
Over the last 35 years, we have worked on some of the country’s most innovative projects, ensuring Aotearoa New Zealand’s 
buildings and boundaries look their best with enduring style and substance. We’re known for the hard work and skill of our 
team – expert fabrication engineers alongside architectural hardware and automation expertise. Our specification support 
helps you get the details right, and we provide structural engineering for bespoke designs.

We are your local fencing and gate manufacturers. Our aluminium fabrication plant in Levin is supported by our Auckland 
and Wellington distribution centres – a combined footprint of over 5000 m2 of production and warehousing space. We also 
source high-quality hardware, access control and automation products from Europe and Australia. A one-stop shop for all 
fencing and gate components means your projects are integrated and streamlined, with every part delivered to site as one 
coordinated order.

Specification and installation support

Our specifier and installer support service starts with a wide 
range of high-quality products, then guidance on solutions to 
suit the architecture, function and space requirements. We work 
with you through the entire life of the project: from scoping and 
design to engineering, fabrication and construction. And by 
keeping pace with new methods and technologies in boundary 
product design, we’re able to apply the world’s best ideas to 
boundary solutions here in Aotearoa New Zealand.

This commitment applies as much to single homes as it does to 
multi-unit and commercial projects. We pitch in and work col-
laboratively to help everyone involved in the project meet any 
challenge, treating all our customers as partners. Our fencing 
meets all requirements of the New Zealand Building Code and 
swimming pool fencing bylaws.

Timely product evolution

With the huge growth in medium- to high-density housing, 
we’ve seen a demand for smarter and higher-quality boundary 
solutions. Smaller sections require the right balance of privacy, 
acoustics and design, while maintaining a sense of community.

Urban Group’s modular aluminium and composite fencing 
systems allow designers, specifiers and project managers to 
mix solid, semi-light-permeable and light-permeable solutions 
for the optimal environment. These ‘off the shelf’ products are 
cost-effective, while offering plenty of design flexibility.

Sustainability

 On the sustainability front, low-carbon solutions and waste 
reduction are the responsibility of the whole industry, and we’re 
committed to doing our part. We are actively investing in plant 
and equipment to further reduce our industry’s carbon footprint 
by manufacturing more products locally and developing solu-
tions for end-of-life recycling.

All our fencing products are manufactured from recycled raw 
materials, and are recyclable at the end of their life. We now 
have our own range of composite fencing and decking. Stabi-
Wood is made from 90% recycled raw materials and is recycla-
ble up to eight times.

Our sectors

 

FIND OUT MORE
Get in touch with the team on 0800 80 33 26 to discuss your 
project and to order product samples.

• Single & multi-unit residential
• Aged care & lifestyle villages
• Commercial
• Education
• Walkways, cycleways & civil
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Design and 
Manufacturing

As the country’s largest and leading aluminium fencing and gate manufacturer, we draw on three generations worth of continuous 
improvement and innovative design. Investing substantially in both our people and our plant is what keeps us ahead.

Design innovation.   As fabricators, we are always tinkering and 
prototyping, looking for better, stronger and more streamlined 
ways of doing things. Our design, tooling and assembly 
continually evolves, responding to design trends, functionality, 
new technologies, ease of installation and cost-effectiveness.

New knowledge and techniques. Developing the welding 
skills of our fabricators has created a team of trade-certified 
specialists. Higher skills bring new innovations to market, 
leading to speed and quality advantages. In the hardware 
and automation categories, our specification manager and 
consultants undergo training via the product companies, 
enabling us to advise and specify with authority. 

The benefits of automation. By automating sections of our 
manufacturing process, we’ve been able to increase output and 
expand our product range. CNC routers and lasers automate 
the cutting, drilling and assembly processes, their accuracy and 
speed benefits leaving us more time for the exacting welding 
and finishing stages.

Accurately sized.  This increase in plant automation brings 
greater precision, accuracy and site customisation. Careful site 
measures from installers are turned by our fabrication team 
into digital files for the cutting and drilling machines. We can 
provide BIM files, too, so architects can drop them straight into 
their models for exact details and dimensions when designing 
interfaces with the building structure.

Inhouse powdercoating.  We have our own powdercoating 
plant, offering the Dulux and Interpon colour palettes. As well as 
reducing lead times and enhancing quality control, it allows us 
to provide a ten-year warranty on the coating and workmanship.

Site deliery. We own our own delivery fleet for fast delivery to 
our North Island customers, including the option of Hiab deliv-
ery to site for Auckland clients. In the South Island, we work with 
the best freight partners for your location.

Our capabilities 
set us apart
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Auckland

Wellington

 

Rest of 
New Zealand

AUTOMATION 
SUPPORT 

71A Patiki Road
Avondale

33 Tararua Road
Levin

automation@urbangroup.co.nz

09 394 7250

06 367 6363

0800 80 3326

LocationsBy the numbers
1,850:  
our current gate production capacity by number of gates

 

127,000kg: 
the amount of aluminium our plant processes each year

47,840: 
the number of hours our skilled fabricators put in each year
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Website

We are excited to be able to share that we are launching a new 
website in mid 2023. The new website will be a quantum leap forward 
for Urban Group enabling us to keep ahead of the game.
The new website will also integrate with our new trade portal which 
provides our trade customers with even more tools than ever.
some of the features you can look forward to are:
• Able to check the status and due date of any custom orders
• View past quotes and orders
• Place orders via the online store
• View pricing and stock levels for the stocked range

We look forward to sharing more information closer to the launch!

QR Codes

Throughout this catalogue, we have added QR codes which 
link through to the online page of each product. 

This provides you with the most up to date information and 
pricing along with technical data sheets, installation guides 
and warranty documentation.

urbangroup.co.nz
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We design, manufacture and source 
Aotearoa New Zealand’s premium range 
of fencing systems – from traditional to 
modern, from residential to commercial, 
from education to infrastructure.
We have developed a design collection for maximum architectural choice 
and flexibility, with panels that can mix and match to suit the needs of the 
outdoor space. With more than three generations’ expertise in fencing 
design and fabrication, we’ll make sure your choice of fence is easy to 
achieve, whether that’s a statement piece, minimal and unobtrusive, or 
substantial and industrial.

Aluminium and StabiWood are lightweight and recyclable at the end of 
their life, making them a sustainable choice for the industry. Our custom-
made products are designed and fabricated with welded construction for 
optimum strength, and we powdercoat every custom panel in-house. Our 
exstock products are designed, fabricated and coated to our specifications. 
You have access to any colour in the Dulux or Interpon palettes, and we 
provide a ten-year warranty on coatings and workmanship.
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Fresno:
Delivering equal amounts of privacy and 
personality, the Fresno offers an adaptable, 
cost-effective and sophisticated aluminium 
fencing result. 
As an ex-stock model we’ve always got the Fresno 
close by and ready to go – and it’s stocked in various 
widths too. Once on-site the panel can be adapted 
easily to fit custom lengths where required. With fast 
order turnaround times and easy installation, the Fresno 
ensures projects can be scoped and delivered with no 
delay and even less stress.

Ideal for: 
• Residential 
• Low rise apartments 
• Screening off refuse and plant 

areas 

Features: 
• Easily adaptable on site
• Allows for extra privacy 
• Cost effective 
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SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFSLAT1820 FRESNO FENCE PANEL N/A 1765 2016 N/A 65X16X1.3 RHS 30X30 CHANNEL 20 (85 CENTRES)

SGSL/1810 FRESNO PEDESTRIAN GATE N/A 1765 1000 N/A 65X16X1.3 RHS 30X30 CHANNEL 20 (85 CENTRES)
SHEET:DATE ISSUED:

DRAWING NO:
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FRESNO FIXED PANEL

TRU-CLOSE HEAVY DUTY 
HINGES ON PEDESTRIAN 

GATE

LOKKLATCH ON 
PEDESTRIAN GATE

Height Ex-stock at 1765mm H
Panels are height adjustable by cutting down in 65mm increments
Instructions available

Width Ex-stock at 700mm, 1200mm, 2000mm  W
Width is full adjustable by removing end sections and cutting slats 
down to length
Instructions available

Profiles • 65x16mm aluminium slat with 20mm gap between slats
• 25x25mm vertical section to fit into F channel
• 38x25mm mid vertical for support

Colour Ex-stock satin black 
Custom colour available on request

Posts 65x65x2mm in ground aluminium post, 2500mm L
65x65x3mm base plated post, 2000mm L

Post Centres 2081mm

Gates Ex-Stock Pedestrian Gate available 
• 1200mm H x 1000mmW
• 1510mm H x 1000mm W
• 1765mm H x 1000mm W
Custom sizes on request

Pool Compliant No

Balustrade Compliant No

Raking Panel Available No
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Paladin:
The striking vertical fin design of Paladin is the 
first thing you’ll notice. With this approach any 
sense of posts is kept to a minimum, making for 
a consistent look along the entire fencing line. 
Such a seamless look is one reason behind the panel’s 
popularity with architects and landscape designers. 
While minimalist in style, the design also provides 
well-balanced support and, helpfully for New Zealand’s 
fencing companies, absolute ease and speed of 
installation.

Ideal for: 
• Architectural residential housing
• Playgrounds
• Parks
• Streetscapes 

Features: 
• Seamless design
• Corrosion-resistant easy-care
• Available in a range of colours 
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SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFFIN12 PALADIN FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 65X16X1.3 RHS 90 (106 CENTRES)

PPG/1210 PALADIN PEDESTRIAN GATE N/A 1200 1000 N/A 40X40X2 SHS 65X16X1.3 RHS 90 (106 CENTRES)
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FIXED PANEL TO POST DETAIL FIXED PANEL TO POST DETAIL

Height Ex-stock at 1200mm H
Custom heights available ie. 1500mm H

Width Ex-stock at 2400mm W
Widths up to 2400mm W can be achieved by cutting the width of 
the panel down

Profiles • 65x16mm aluminium vertical fin
• 90mm gap between verticals
• 40x40x2mm aluminium horizontal rails

Colour Ex-stock satin black
Custom colour available on request

Posts • 100x25x3 rectangle aluminium fin post, 1800mm L
• 100x25x3 rectangle aluminium fin post, with welded base 

plate 1300mm L
• 65x65x2mm in ground aluminium post, 1800mm L
• 65x65x3mm base plated post, 1300mmL

Post Centres Up to 2465mm

Gates Ex-Stock Pedestrian Gate available 
• 1200mm H x 1000mm W
Custom sizes on request

Pool Compliant Yes

Balustrade Compliant Yes - at 1200mm post centres

Raking Panel Available Yes - custom built
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Premier:
With built-tough aluminium and easy-on-the-
eye proportions, our Premier panel looks the 
part and delivers the goods year after year.
The large profile of this panel and robust structure makes 
it suitable for a variety of end uses: everything from 
retaining walls to swimming pools, cycleways to child’s 
play. Powder coated in a variety of available colours, this 
fence is a popular choice with a huge range of different 
companies and organisations throughout New Zealand. 
We’re also the only company in New Zealand who 
provides this type of design as a raking fence panel too, 
so you can be assured it’s also ideal for hilly terrain.

Ideal for: 
• Pool safety fencing
• Balustrade and retaining wall 

barriers
• Childcare/parks
• Cycleways/civil fencing

Features: 
• Hard to bend or dent rails
• Balanced aesthetic with  

bottom rail
• Corrosion-resistant aluminium 
• Exclusively available as raking  

panel up to 22 degrees
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Height Ex-stock at 1000mm H & 1200mm H

Width Ex-stock at 2400mm W
Widths up to 2400mm W can be achieved by cutting the width of 
the panel down

Profiles • 19x19mm aluminium vertical bar
• 91mm gap between verticals 
• 40x40x2mm aluminium horizontal rails

Colour Ex-stock satin black
Custom colour available on request

Posts 65x65x2mm in ground aluminium post, 1800mm L
65x65x3mm base plated post, 1300mm L

Post Centres Up to 2465mm

Gates Ex-stock pedestrian gate available 
• 1000mm H x 960mm W
• 1200mm H x 960mm W
Custom sizes on request

Pool Compliant Yes

Balustrade Compliant Yes - residential occupancy type A

Raking Panel Available Yes - up to 22 degrees

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPRE12 PREMIER FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

UFPRER12 PREMIER RAKING FENCE PANEL HBKTR40 1200 2400 22 DEGREES 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SGPR/1209 PREMIER PEDESTRIAN GATE N/A 1200 960 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)
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SHEET:DATE ISSUED:

DRAWING NO:

SIZE: SCALE:

REVISION:

A3 1:25

PRE12 - SS 01

2023-02-22 1 OF 2

FIXED PANEL TO POST DETAIL

 1:4

FIXED PANEL TO POST DETAIL

 1:4

RAKING PANEL TO POST DETAIL

 1:4

RAKING PANEL TO POST DETAIL

 1:4

 TRU-CLOSE HEAVY DUTY 

HINGES ON PED GATE

 1:4

 LOKKLATCH ON PED GATE 

 1:4

FIXED PANEL TO POST DETAIL FIXED PANEL TO POST DETAIL

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPRE12 PREMIER FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

UFPRER12 PREMIER RAKING FENCE PANEL HBKTR40 1200 2400 22 DEGREES 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SGPR/1209 PREMIER PEDESTRIAN GATE N/A 1200 960 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SHEET:DATE ISSUED:

DRAWING NO:

SIZE: SCALE:

REVISION:

A3 1:25

PRE12 - SS 01

2023-02-22 1 OF 2

FIXED PANEL TO POST DETAIL

 1:4

FIXED PANEL TO POST DETAIL

 1:4

RAKING PANEL TO POST DETAIL

 1:4

RAKING PANEL TO POST DETAIL

 1:4

 TRU-CLOSE HEAVY DUTY 

HINGES ON PED GATE

 1:4

 LOKKLATCH ON PED GATE 

 1:4

RAKING PANEL TO POST DETAIL RAKING PANEL TO POST DETAIL

17



Maximus:
Some walls can be challenging to properly 
safeguard, particularly with the various changes 
in heights and angles to plan for and protect 
from. That’s where the Maximus rises to the 
occasion.
The Maximus fence panel was designed specifically for 
quick and efficient wall balustrade installation. It’s heavy-
duty top rail and robust construction ensures the highest 
levels of protection, and as it can rake up to 30 degrees, 
it can climb steep terrain and safely conquer territory.  
Complying with the NZBC F4 specification requirements, 
it can be installed at 2.4m centres with classical style and 
maximum strength.

Ideal for: 
• Retaining walls 
• Complies with pool standards
• Childcare/parks
• Cycleways/civil fencing

Features: 
• Rakeable to 30 degrees

• Complies with NZBC F4  
• Heavy duty top rail
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Height Ex-stock at 1200mm H

Width Ex-stock at 2400mm W
Widths up to 2400mm W can be achieved by cutting the width of 
the panel down

Profiles • 19x19mm aluminium vertical bar
• 91mm gap between verticals 
• 50x50x3 aluminium horizontal top rail
• 40x40x2 aluminium horizontal bottom rail

Colour Ex-stock satin black
Custom colour available on request

Posts • 65x65x2.5mm in ground steel post 2000mm L
• 65x65x2.5mm base plated steel post 1300mm L

Post Centres Up to 2465mm

Gates No ex-stock gates available.  
Premier ex-stock gates can be used 
Custom sizes on request

Pool Compliant Yes

Balustrade Compliant Yes 

Raking Panel Available Yes - up to 30 degrees

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFMAX12 MAXIMUS FENCE PANEL HBKT50/HBKT40 1200 2400 N/A
50X50X3 SHS

40X40X2 SHS
19X19X1.2 SHS 91 (110 CENTRES)

UFMAXR12 MAXIMUS RAKING FENCE PANEL HBKTR50/HBKTR40 1200 2400 30 DEGREES
50X50X3 SHS

40X40X2 SHS
19X19X1.2 SHS 91 (110 CENTRES)
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Balustrade Specification and 
Selection Guide:

0
0 FOR CONSTRUCTION

FOR CONSTRUCTION

3/M12 BOLTS WITH
50x50x3 SQUARE
WASHER TO FIX
LAGGING EACH SIDE

MIN. 75

MIN. 150x45 SG8 LAGGING
RETAINING WALL POSTS
@ MAX. 1200mm CRS

300

150

MIN. 35

560

INSERT FLAT CAP

65x2.5 STEEL SHS POST
@ MAX. 2465mm CRS

GROUND LEVEL

TIMBER
RETAINING
WALL POST

65x2.5 STEEL SHS POST
@ MAX. 2465mm CRS

THIRD AND FOURTH
LAYERS LAGGING FIXED TO
RETAINING WALL POSTS
WITH MIN. M12x140 COACH
SCREW WITH 50x50x3
SQUARE WASHER

MAX.
150mm

2/M12 COACH BOLTS
WITH 50x50x3 SQUARE

WASHER TO FIX
LAGGING EACH SIDE

MIN. 150x45 SG8 LAGGING
RETAINING WALL POSTS

@ MAX. 1200mm CRS

INSERT FLAT CAP

65x2.5 STEEL SHS POST
@ MAX. 2465mm CRS

GROUND LEVEL

TIMBER
RETAINING
WALL POST

TOP TWO LAYERS LAGGING
FIXED TO RETAINING WALL
POSTS WITH MIN. M12x140
COACH SCREW WITH 50x50x3
SQUARE WASHER

MIN. 75

150

300

MIN. 35

560 MAX.
150mm

65x2.5 STEEL SHS POST
@ MAX. 2465mm CRS

1/M12 x 120 COACH SCREW

65x2.5 STEEL SHS POST
@ MAX. 1200mm CRS

= = = =

120x120x10mm BASE
PLATE FWAR TO SHS4/M10x200 COACH SCREWS WITH

M10x3 HEAVY ROUND WASHER
(PRE DRILL 7mm PILOT HOLE)

MAX. 32mm
DECKING

MIN. 180mm
EMBEDMENT190

NOTES:

USE LONGER COACH SCREWS TO
MAINTAIN EMBEDMENT DEPTH IF
DECKING IS MORE THAN 32mm THICK.

ENSURE SCREWS ARE PLACED IN
CENTRE OF OUTSIDE JOISTS

65x2.5 STEEL SHS POST
@ MAX. 1200mm CRS

INSERT
FLAT CAP

MIN. 25

MIN. 25

MIN.140 MIN.190

2/M12 GRADE 8.8 BOLTS
WITH 50x50x3 SQUARE

WASHER EACH SIDE

POST SIDE-FIX TO TIMBER RETAINING WALL - 101

Office Number:   (+64) 09 275 6029

Business Address:   Level 1 52 Highbrook Drive,
  East Tamaki, Auckland

Website:   www.structural-engs.co.nzREV Issue By Chk Appd Date

Project:

Title: Drawing No. Rev.

Chartered Civil & Structural Engineers

E-mail Address:   info@structural-engs.co.nz

Mobile Number:   (+64) 021 967 977

Client:

02

POST TIP-FIX TO TIMBER DECK03 04

CONNECTION DETAILS - 2 055 - 002 - 01S - 101

Scale - 1:10 @ A3 Scale - 1:10 @ A3
POST SIDE-FIX TO TIMBER RETAINING WALL - 2

Scale - 1:5 @ A3 Scale - 1:5 @ A3
POST SIDE-FIX TO TIMBER DECK

MW

C3 LOADING CLASS
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Urban Group has developed a range of products that are compliant with Clause F4 ‘Safety from Falling’ of 
the NZBC. F4 of the NZBC requires a barrier to be installed on any structure where there is a fall of more than 
1m including balconies, retaining walls and stairs where someone may be able to fall.

All barriers or balustrades must be designed and engineered in such a way that they resist the loads they are 
likely to be subject to over their lifespan. Barriers must be able to withstand these loads without collapsing 
or becoming unstable and without deflecting unacceptably. A summary of these loads and suitable products 
are outlined in the table below.

Occupancy Type Specific Use Horizontal Loading Panel Design Post Centres

A – Residential All areas within or 
serving exclusively 
one dwelling including 
stairs, landings and re-
taining walls. Excludes 
edge of balconies and 
roofs

0.35kN Premier 1m H
Premier 1.2m H
StabiFence 1.8m H

Up to 2.4m W
Up to 2.4m W
Up to 1.7m W

C3 – Commercial Areas where people 
may congregate but 
not susceptible to over 
crowding. Includes 
balconies and retaining 
walls serving more than 
one dwelling

0.7kN Maximus 1.2m H
Paladin 1.2m H

Up to 2.4m W
Up to 1.2m W

D – Public Spaces All public areas and 
retail spaces, but not 
susceptible to over-
crowding

1.5kN Maximus 1.2m H Up to 1.2m W
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3/M12 BOLTS WITH
50x50x3 SQUARE
WASHER TO FIX
LAGGING EACH SIDE

MIN. 75

MIN. 150x45 SG8 LAGGING
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150

MIN. 35

560
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65x2.5 STEEL SHS POST
@ MAX. 2465mm CRS

GROUND LEVEL

TIMBER
RETAINING
WALL POST

65x2.5 STEEL SHS POST
@ MAX. 2465mm CRS

THIRD AND FOURTH
LAYERS LAGGING FIXED TO
RETAINING WALL POSTS
WITH MIN. M12x140 COACH
SCREW WITH 50x50x3
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MAX.
150mm

2/M12 COACH BOLTS
WITH 50x50x3 SQUARE

WASHER TO FIX
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M10x3 HEAVY ROUND WASHER
(PRE DRILL 7mm PILOT HOLE)

MAX. 32mm
DECKING

MIN. 180mm
EMBEDMENT190

NOTES:

USE LONGER COACH SCREWS TO
MAINTAIN EMBEDMENT DEPTH IF
DECKING IS MORE THAN 32mm THICK.

ENSURE SCREWS ARE PLACED IN
CENTRE OF OUTSIDE JOISTS
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@ MAX. 1200mm CRS

INSERT
FLAT CAP

MIN. 25

MIN. 25

MIN.140 MIN.190

2/M12 GRADE 8.8 BOLTS
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Example:

Please refer to the Urban Group website to view and download our PS1’s , fixing details and installation 
instructions
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Plain:
Plain by name but attractive in value, it’s the perfect 
choice for residential use when you need an entry-
level panel that’s strong, reliable and cost-effective.
We’ve been supplying this panel for close to two decades now 
and it’s safe to say, with the obvious strengths it provides, we’ll 
be selling it for years to come. Compliant for pool fencing and 
quick to install in walkway and boundary applications, the Plain 
panel fits the budget as easily as it fits the landscape.  

Ideal for: 
• Pool fencing 
• DIY installation 
• Light residential use
• Cost-effective placement

Features: 
• Slim round vertical tubes
• Profiled rails 
• Corrosion-resistant aluminium 

Height Ex-stock at 1200mm H

Width Ex-stock at 2400mm W
Widths up to 2400mm W can be achieved by cutting 
the width of the panel down

Profiles • 16mm round aluminium vertical bar
• 89mm gap between verticals 
• 38x25mm aluminium horizontal rails

Colour Ex-stock satin black
Custom colour available on request

Posts • 50x50x2mm aluminium in ground post 
1800mm L 

• 50x50x2mm aluminium base plated post 
1300m L

Gates Ex-stock pedestrian gate available 
• 1200mm H x 900mm W
Custom sizes on request

Pool 
Compliant

Yes

Balustrade 
Compliant

No

Raking Panel 
Available

No

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPLA12 PLAIN FENCE PANEL HBKT38 1200 2400 N/A 38X25X2 RHS 16X1.4 TU 89 (105 CENTRES)

SGPL/1209 PLAIN PEDESTRIAN GATE N/A 1200 900 N/A 38X25X2 RHS 16X1.4 TU 89 (105 CENTRES)
SHEET:DATE ISSUED:

DRAWING NO:

SIZE: SCALE:

REVISION:

A3 1:25

PLA12 - SS 01

2023-02-23 1 OF 2

FIXED PANEL TO POST DETAIL

 1:4

FIXED PANEL TO POST DETAIL

 1:4

 TRU-CLOSE HEAVY DUTY 

HINGES ON PED GATE

 1:4

 LOKKLATCH ON PED GATE 

 1:4

2450 MAX. POST CENTRES

2400 PANEL SIZE

PLAIN FIXED PANEL

PLAIN
PEDESTRIAN GATE

89 TUBE SPACINGS

M
AX

. 1
00

12
00

REFER TO SPECIFCATION FOR 
CONNECTION DETAILS
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Assure:
The adaptable style of the Assure panel looks 
good no matter which way you look at it.  Being 
able to turn the panel upside down is a big part 
of its appeal - and so too is the option to use 
Assure raking panels to meet the demands of 
steep terrain. 
Residential placement often uses the panel with the 
studded side up, and the flat-top option makes it ideal 
for the school and childcare environment. Strong and 
robust, delivering years of maintenance-free security 
you’ll find that no matter what way Assure goes, it’s 
always right side up.

Ideal for: 
• Residential and pool fencing
• Balustrade and retaining wall 

barriers
• Childcare/schools
• Cycleways/civil fencing 

Features: 
• Strong, robust construction 
• Lightweight, easy to install 
• Exclusively available as raking  

panel up to 30 degrees
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Height Ex-stock at 1200mm, 1500mm, 1750mm H (4 horizontal rails)

Width Ex-stock at 2400mm W
Widths up to 2400mm W can be achieved by cutting the width of 
the panel down

Profiles • 19x19mm aluminium vertical bar
• 80mm gap between verticals
• 38x25mm horizontal rails

Colour Ex-stock satin black
Custom colour available on request

Posts • 65x65x2mm aluminium post up to 2500mm L
• 65x65x3mm aluminium base plated post up to 2000mm L

Post Centres Up to 2465mm

Gates Ex-stock width adjustable pedestrian gates 
• 1200mm H x 1170mm W
• 1500mm H x 1170mm W
• 1750mm H x 1170mm W
Ex-stock width adjustable double swing driveway gates
• 1200mm H x 4000mm W
• 1500mm H x 4000mm W
• 1750mm H x 4000mm W
Custom sizes on request

Pool Compliant Yes

Balustrade Compliant Yes – contact Urban for design guidance

Raking Panel Available Yes - up to 30 degrees

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFASS15 ASSURE FENCE PANEL HBKT38 1500 2400 N/A 38X25X2 RHS 18X18X1.1 SHS 80 (98 CENTRES)

UFASSR15 ASSURE RAKING FENCE PANEL HBKTR38 1500 2400 30 DEGREES 38X25X2 RHS 18X18X1.1 SHS 80 (98 CENTRES)

SGAS/1512 ASSURE PEDESTRIAN GATE N/A 1500 1170 N/A 38X25X2 RHS 18X18X1.1 SHS 80 (98 CENTRES)

SHEET:DATE ISSUED:

DRAWING NO:

SIZE: SCALE:

REVISION:

A3 1:25
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FIXED PANEL TO POST DETAIL
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RAKING PANEL TO POST DETAIL
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 1:4
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2465 MAX. POST CENTRES

80 TUBE SPACINGS

M
AX

. 1
00

REFER TO SPECIFCATION FOR 
CONNECTION DETAILS

2400 PANEL SIZE

15
00

UP
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O
 3

0.
0°

ASSURE RAKING PANEL
ASSURE
PEDESTRIAN GATE ASSURE FIXED PANEL

10
0

20
0

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPRE12 PREMIER FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

UFPRER12 PREMIER RAKING FENCE PANEL HBKTR40 1200 2400 22 DEGREES 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SGPR/1209 PREMIER PEDESTRIAN GATE N/A 1200 960 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)
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PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPRE12 PREMIER FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

UFPRER12 PREMIER RAKING FENCE PANEL HBKTR40 1200 2400 22 DEGREES 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SGPR/1209 PREMIER PEDESTRIAN GATE N/A 1200 960 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)
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Assure HD:
Since we added this panel in 2016 other 
companies have released their own versions. 
Which makes sense – it’s very popular. However 
when you need the most robust aluminium 
fence panel available, stick with the original.
With a double top rail for added strength and large 
vertical bars that can’t easily be damaged, the Assure 
HD panel has been designed to comply with MOE 
specifications for schools as well as meeting pool 
regulations for residential use.  Providing first-rate 
durability and security while avoiding an overly 
threatening appearance, it’s used frequently in 
commercial applications.  We’ve stayed ahead of the 
competition with our raking version of the Assure 
HD as well – this option can rake up to 20 degrees to 
accommodate extremely steep terrain. 

Ideal for: 
• Designed purposely for schools
• Balustrade and retaining wall 

barriers
• Childcare/parks
• Cycleways/civil fencing 

Features: 
• Double top rail for added strength
• Heavy-duty construction  
• Large anti-climb gap in vertical 

bars 
• Exclusively available as raking  

panel up to 20 degrees
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Height Ex-Stock heights at 1500mm & 1800mm H

Width Ex-stock at 2350mm W
Widths up to 2350mm W can be achieved by cutting the width of 
the panel down

Profiles • 25x25mm aluminium vertical bar
• 100mm gap between verticals 
• 40x40mm Horizontal Rails

Colour Ex-stock satin black
Custom colour available on request

Posts • 65x65x2mm in ground aluminium post up to 2500mm L
• 65x65x3mm base plated post up to 2000mm L

Post Centres Up to 2415mm

Gates Ex-stock pedestrian gates available 
• 1500mm H x 1200mm W
• 1800mm H x 1200mm W

Pool Compliant Yes

Balustrade Compliant Yes – contact Urban for design guidance

Raking Panel Available Yes - up to 20 degrees

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFASH18 ASSURE HEAVY DUTY FENCE PANEL HBKT40 1800 2350 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UFASHR18 ASSURE HEAVY DUTY RAKING FENCE PANEL HBKTR40 1800 2350 20 DEGREES 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

SGASH18/12 ASSURE HEAVY DUTY PEDESTRIAN GATE N/A 1800 1200 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

SHEET:DATE ISSUED:

DRAWING NO:
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REVISION:
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PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPRE12 PREMIER FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

UFPRER12 PREMIER RAKING FENCE PANEL HBKTR40 1200 2400 22 DEGREES 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SGPR/1209 PREMIER PEDESTRIAN GATE N/A 1200 960 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)
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PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFPRE12 PREMIER FENCE PANEL HBKT40 1200 2400 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

UFPRER12 PREMIER RAKING FENCE PANEL HBKTR40 1200 2400 22 DEGREES 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)

SGPR/1209 PREMIER PEDESTRIAN GATE N/A 1200 960 N/A 40X40X2 SHS 19X19X1.2 SHS 91 (110 CENTRES)
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Secura:
It’s coming up on two decades since we 
introduced the Secura panel. Since then the 
strong spiked tops of this panel have become 
the go-to fence for many a New Zealand 
business and highway.
Built tough and made to last, the Secura fence provides 
a brilliant deterrent to would-be intruders.  Combining 
a double rail for added strength, large virtually 
indestructible vertical bars, and additional spikes on the 
top, it’s got all the design features needed for a security 
fence. This is also available as a raking panel, which 
allows it to rake at an angle of up to 20 degrees.  It’s 
well designed for a great looking installation, making 
it ideal for road frontages too. Sliding, cantilever and 
swing entry gates can also be made to match – ensuring 
seamless and secure boundary protection.

Ideal for: 
• Industrial fencing
• Commercial security fencing
• Road frontages   
• Retail   

Features: 
• Double rail for added strength 
• Spiked top to deter unwanted 

hand-holds
• Exclusively available as raking  

panel up to 20 degrees
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Height Ex-stock at 1800mm & 2100mm H

Width Ex-stock at 2350mm  
Widths up to 2350mm wide can be achieved by cutting the width 
of the panel down

Profiles • 25x25mm aluminium vertical bar
• 100mm gap between verticals
• 40x40mm horizontal rails

Colour Ex-stock satin black
Custom colour available on request

Posts • 65x65x2 aluminium post up to 2500mm L
• 65x65x3 aluminium base plated post up to 2000mm L

Post Centres Up to 2415mm

Gates Ex-stock pedestrian gates available 
• 1800mm H x 1200mm W
• 2100mm H x 1200mm W
Custom sizes on request

Pool Compliant Yes

Balustrade Compliant Yes - contact Urban for design guidance

Raking Panel Available Yes - up to 20 degrees

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFSEC21 SECURA FENCE PANEL HBKT40 2100 2350 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UFSECR21 SECURA RAKING FENCE PANEL HBKTR40 2100 2350 20 DEGREES 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UPGSE/2112 SECURA PEDESTRIAN GATE N/A 2100 1200 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)
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PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFSEC21 SECURA FENCE PANEL HBKT40 2100 2350 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UFSECR21 SECURA RAKING FENCE PANEL HBKTR40 2100 2350 20 DEGREES 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UPGSE/2112 SECURA PEDESTRIAN GATE N/A 2100 1200 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)
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PANEL CODE DESCRIPTION BRACKET CODE HEIGHT WIDTH PANEL RAKE HORIZONTALS VERTICALS TUBE SPACINGS

UFSEC21 SECURA FENCE PANEL HBKT40 2100 2350 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UFSECR21 SECURA RAKING FENCE PANEL HBKTR40 2100 2350 20 DEGREES 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)

UPGSE/2112 SECURA PEDESTRIAN GATE N/A 2100 1200 N/A 40X40X2 SHS 25X25X1.4 SHS 100 (125 CENTRES)
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StabiFence:
StabiFence met our requirements for a quality 
sustainable fencing system that had the warmth 
of timber but avoided the inconvenience of 
splitting, fading and high maintenance.
Stabifence is a StabiWood Recycled Wood Plastic 
Composite made with a proprietary mix of 90% recycled 
material. StabiFence is a system designed for quick 
installation and a long life of classic clean lines you and 
your customers can rely on – with a 10 year peace of mind 
guarantee.

Solid Panel: 
• Height: 1200mm, 1400mm,1600mm, 1800mm, 

2000mm H
• Width: 1800mm W
• Posts: 65mm² supplied to suit fence height
• All hardware supplied

Slat Panel: 
• Height: 1200mm, 1400mm,1600mm, 1800mm, 

2000mm H
• Width: 1800mm W
• Posts: 65mm² supplied to suit fence height
• All hardware supplied

Our colours: 
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Height 1200, 1400, 1600,1800, 2000 mm H

Width Boards, slat and rails precut - 1830 mm L

Profiles Boards
• 200mm face
• 1830mm long
• 19mm thick

Slats
• 65mm face
• 1830mm long
• 19mm thick
• 30mm spacers between

Colour • Grey
• Black
• Mahogany

Posts & Rails • Satin Black
• 65x65mm posts
• 3000mm, 2700mm, 1900mm L
• Base plated and in-ground 

options
• Aluminium caps

Top & Bottom Rail
• 60mm wide
• 28mm across face

Post Centres Up to 1875mm

Gates Pedestrian
• 1800mm height
• 1200mm width

Ride On
• 1800mm height
• 1500mm width

• Boards - to match fence
• Slats - no
• Frame Colour to match 

posts
• Posts are powder coated 

steel for strength

Pool Compliant Yes - see downloads for PS1

Balustrade Compliant Yes – contact Urban for design guidance

Raking Panel Available Panels can be stepped or, with closer post spacing boards can be 
cut to rake.

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

StabiFence - Horizontal

1875 MAX. POST CENTRES ALL STABIFENCE PANELS CAN BE RAKED 
BY CUTTING BOARDS ON THE ANGLE 
AND MAKING POST CENTRES SMALLER

16
00

16
40

STABIFENCE PANEL
STABIFENCE PEDESTRIAN 
GATE

REFER TO SPECIFICATION FOR 
CONNECTION DETAILS

LOKKLATCH ON PED GATETRU-CLOSE HEAVY DUTY 
HINGES ON PED GATE

GATES MUST BE HUNG OFF A 
MIN. 65X65X2.5 SHS STEEL POST
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Height Flexible to 1850mm H cut onsite

Width Boards, slat and rails precut - 1780 mm L

Profiles Boards
• 200mm face
• 1830mm long
• 19mm thick

Slats
• 65mm face
• 1830mm long
• 19mm thick
• 30mm spacers between

Colour • Grey
• Black
• Mahogany

Posts & Rails • Satin black
• 65x65mm posts
• 3000mm, 2700mm, 1900mm L
• Base plated and in-ground 

options
• Aluminium caps

Top & Bottom Rail
• 60mm wide
• 28mm across face

Post Centres 1845mm

Gates Pedestrian
• 1800mm height
• 1200mm width

Ride On
• 1800mm height
• 1500mm width

• Boards - to match fence
• Slats - no
• Frame Colour to match 

posts
• Posts are powder coated 

steel for strength

Pool Compliant Yes - see downloads for PS1

Balustrade Compliant Yes – contact Urban for design guidance

Raking Panel Available Panels can be stepped or, with closer post spacing boards can be cut 
to rake.

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

StabiFence - Vertical

1845 MAX. POST CENTRES
ALL STABIFENCE PANELS CAN BE RAKED 
BY CUTTING BOARDS ON THE ANGLE 
AND MAKING POST CENTRES SMALLER

18
00

18
50

STABIFENCE PANEL
STABIFENCE PEDESTRIAN 
GATE

REFER TO SPECIFICATION FOR 
CONNECTION DETAILS

LOKKLATCH ON PED GATETRU-CLOSE HEAVY DUTY 
HINGES ON PED GATE

GATES MUST BE HUNG OFF A 
MIN. 65X65X2.5 SHS STEEL POST
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Custom Fence:
Be it to meet safety standards or design requirements, custom fencing 
can make a big difference in the style and shape of a project. 

We’re always ready to talk through the options.

With our in-house production capability we can design, create and test prototypes to 
ensure the final installation fits the brief and meets every measure. If you have any questions 
about unique design concepts please get in touch.
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Fence Comparison

Residential

Schools

Civil

Security

Ex-stock

Moon Base

Plain Paladin Fresno Premier Assure Assure HD Secura Maximus StabiFence
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Wood Composite 
Decking 
At Urban Group we are committed to better environmental solutions 
to reduce the carbon footprint of the construction industry, and we 
offer products that can be recycled at the end of their life. In 2021, we 
purchased StabiWood, a premium composite decking and fencing system 
that complements our aluminium fence and gate systems. StabiWood 
extends Urban Group’s product range into decking, an ancillary product 
to our boundary solutions, so that fencing and decked areas combine into 
one integrated design.
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StabiDeck:
StabiDeck avoids the inconvenience of splinters, fading and the high maintenance 
associated with traditional hardwood decking.
StabiDeck is a StabiWood Recycled Wood Plastic Composite made with a proprietary mix of 90% 
recycled material.  StabiDeck is a system designed for quick installation and a long life of classic 
clean lines you and your customers can rely on – with a 10 year peace of mind guarantee.  StabiDeck 
is available in a range of colours across our Rustic and Classic styles.

• Quick to install – more installs in less time
• Splinter free
• Long Life – colour fastness, UV resistance for durability
• Enduring –impact and scratch resistant, no warping/twisting
• Colour fast – high UV protection and homogenous colour without fading
• No visible fixings
• Slip tested
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AVAILABLE ONLINE 
SPECIFICATIONS 
PS1 
INSTALLATION DOCUMENTS 
DATA SHEETS

Thickness 19mm

Width 140mm
(145mm with a 5mm gap)

Length 4800mm

Fixings Non visible fixings at max 400mm centres

Colours • Rustic Black
• Rustic Oak
• Rustic Rosewood
• Rustic Slate Grey
• Rustic Ash

• Classic Mahogany
• Classic Dark Grey
• Classic Light Grey

Layout • Picture framing - recommednded for decks 4.8m and over (width 
or length)

• Parallel boards - edge boards still required on deck ends

SPECIFICATIONS:

NO OIL OR PAINTING REQUIRED
The unique characteristics of STABIWOOD eliminates any need for 
oiling or painting.

SAFE FOR KIDS
Traditional problems associated with natural timbers including 
warping and splinters, can present a safety hazard and threaten 
you and your family’s health. The unique composite of Stabiwood 
eliminates all timber-associated hazards in a completely safe and 
non-toxic way. 

SUSTAINABLE BENEFITS
Stabiwood is made up of recycled polymer and wood fibres from 
wood processing plants that are blended together to create a 
unique decking solution. 

UV AND MOISTURE PROTECTION
Traditional timber decking can twist and splinter after just a few 
years without treatment. Stabiwood delays the weathering process 
and is equipped with Anti-UV technology to combat fading in 
sunlight. The polymer component gives excellent resistance to the 
elements, making it far more water resistant than natural timber. 
It has the ability to flex and prevents the boards from warping, 
splitting or tearing away. 

HIDDEN FIXING SYSTEM
Using the unique clips, all fixings can be hidden for a clean, stylish 
finish to your deck. The system also leaves no nails or screws 
exposed. 

FIRE RESISTANT 
Stabiwood is less combustible than natural timber, but should not 
be exposed to direct flames.

FEATURES:
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StabiDeck Colour Range:

Rustic Black

Rustic Ash

Rustic Slate Grey

Rustic Oak

Rustic Rosewood

Classic Light Grey

Classic Mahogany 

Classic Dark Grey
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No one is more 
experienced at 
designing and 
fabricating bespoke 
aluminium gates than 
Urban Group.
It’s true: we’ve built them stronger, more efficiently and for longer than any other company in 
the country. It’s the kind of experience that delivers first-class results, and products that can be 
relied on to perform. We take a big-picture view of our work in this sector, leading to heavy 
investment in our manufacturing facilities. We design, rout, bend, cut, drill, weld, pre-treat, 
powdercoat and assemble gates to the highest standards.

Gate technologies continually change and evolve, and the options we have today provide 
for even the smallest and trickiest sites. We design and manufacture all the modern and 
traditional gate styles, as well as best-in-class gate design, including (but not limited to) 
telescopic, sliding, cantilever, single swing, double swing and bi-fold swing gates. If you can 
dream it, we can design and build it.
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Traditional Gates:
• Custom range of gates available

• Made to suit a wide variety of properties in durable aluminium

• Powder coated in your choice of colour 

• Choose from swinging, sliding or automated

• Stay timeless – there’s a reason it’s called ‘classic’ design

For gates with timeless style, look to our classic design range. This custom range of 
traditional gates complements your home, creating a stylish entrance while delivering 
equal amounts functionality and security. Fabricated in aluminium to the size you require 
and powder coated in your choice of colour, you can choose from swinging, sliding or 
automated.
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Fresno Gates:
• Delivering equal amounts of privacy and personality 

• Obscures view for added privacy

• Gaps for slats can be customised to suit the application light permeable or not

• Sliding gates have hidden wheels to give a low profile finish

Delivering equal amounts of privacy and personality, the Fresno offers an adaptable, 
cost-effective and sophisticated aluminium fencing result. 
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Paladin Gates:
The striking vertical fin design of the Paladin is the first thing you’ll notice. With this 
approach any sense of posts is kept to a minimum, making for a consistent look along 
the entire fence line. 

• Seamless design
• Corrosion-resistant easy-care
• Available in a range of colours 
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TGV Gates:
• Low-maintenance aluminium tongue and groove fabricated, powder coated and ready to 

install

• Light in weight but heavy-duty in strength, won’t warp or rot like timber

• Matches perfectly with wooden paling fences and solid walls

• Can be horizontally or vertically mounted

Lightweight, versatile and easy to maintain our aluminium tongue and groove panel 
gates match perfectly with wooden paling fences for a perfect final presentation. They 
also match with solid walls and, with inherent strength and durability won’t warp or rot 
over time like traditional timber gates.
The TGV panels on our gates can be horizontally or vertically mounted, you can have 
the frame powder coated one colour, and the TGV panels another – the choice is yours. 
Another option is to have horizontal or vertical bar infills in the top section of the gate.
Our aluminium tongue and groove panel gates are all custom made to your exact 
specifications and can be fabricated as single, double, swing or sliding.
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The bold, the beautiful. With a style and sophistication Louvre gates enhance the 
entrances for both the contemporary and traditional home. Here the geometric balance 
and bold lines of the gate provides the surrounding landscape with a striking focus 
point. Manufactured in aluminium to your specific requirements, our Louvre gates can 
be swinging or sliding, and are powder coated in your choice of colour. Louvres are 
available in 90mm or 120mm blades.

Louvre Gates:
• Because first impressions last

• Bold, beautiful and adaptable in aesthetic look

• Protect privacy without compromising style

• Ideal for both contemporary and traditional homes 

• Powder coated in your colour choice, swinging, sliding or automated
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Only your imagination can set the limits on our laser cut gates. Precision cut to allow 
innovative and unlimited patterns and textures to create the ultimate WOW factor for 
your driveway or entrance.

Laser Cut Gates:
• Create a one of a kind gate with a precision cut design

• Bold, beautiful and totally customizable

• Privacy without compromising individual style

• Low maintenance aluminium

• Powder coated in your colour choice, swinging, sliding or automated
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Bi-Fold swing gates are used where there isn’t adequate space for traditional swing gates 
to fully open without obstructing access or hitting an obstacle. These are an easy solution 
when used with correctly specified hardware. Bi-fold gates can be installed for both 
manual and automatic operation.

Bi-Fold Swing Gates:
• Outside-the-box solution to space needs

• Doesn’t obstruct access

• Low maintenance aluminium

• Powder coated in your colour choice

• Manual or Automatic
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Telescopic Sliding Gates:
Telescopic Sliding Gates consists of two or three sliding gate leaves that can close into a 
space approximately 1/2 or 1/3 the size of the total opening. Telescopic gates are normally 
automated, and consideration should be given to the size of the motor due to the 
increased torque requirement during the initial shunt. The system uses a series of pulleys 
and cables to achieve the ‘telescopic’ effect. Should you have a raking driveway, extra 
care needs to be taken to ensure the hardware is compatible.

• Ensures you get the effect you want even in tight spaces

• Doesn’t obstruct access

• Low maintenance aluminium

• Powder coated in your colour choice
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Curved Sliding Gates:
Curved Sliding Gates act on the same principals that a sectional garage door follows. 
They are particularly useful where you need a sliding gate to a turn a 90 degree corner 
and return along a wall that may be perpendicular to the gate opening. The gate consists 
of a series of ‘panels’ that are connected to each other with hinges and follow the curved 
track. The smallest radius that can be achieved is 500mm.

• Turns around a corner to maximise space

• Doesn’t obstruct access

• Low maintenance aluminium

• Powder coated in your colour choice
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Cantilever Gates:
Cantilever gates are an ideal solution for situations that may have an uneven surface or cannot have any ground 
track due to traffic movements. Cantilever gates are connected to the ground beyond the opening by two cantilever 
carriages and ‘cantilever’ out across the opening. The gates require a large concrete plinth approximately 1/2 the 
length of the opening witdth to act as a counterweight.

Urban Group has developed our own aluminium cantilever system that is ideal for gates up to 8.5m W. Any gate 
style can be made into a cantilever gate, and we have the design ability to create these for you.

• Perfect for rough or sloping terrain

• Customisable to match your property

• Low noise

• Sleek design

• Powder coated in your colour choice
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automationFence cover

V2 Automation systems have a solution 
for every scenario. The wide range of 
products means you are getting the right 
motor for the job. Being manufactured in 
Italy to the highest level of quality means 
we can confidently offer a generous 
warranty across the range. 

The V2 App is suitable for all V2 products. 
It allows you, the installer, to program all 
the gates’ parameters from your phone or 
tablet, making the install process quick, 
efficient and easy.

To Compliment this exceptional offering, 
we have full in-house technical support 
and can arrange on-site technical support 
as required.
As V2’s exclusive distributor for New 
Zealand, you can be assured you are in 
safe hands.

urbangroup.co.nz

Automation
urbangroup.co.nz
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With our renowned 
Italian-made 
automation hardware 
and technology, we 
offer the right motors 
and accessories for 
every situation.

We offer an exceptional range of Italian-made V2 and Beninca motors and control solutions. They 
provide the most up-to-date technology for safe, secure and easy operation of access control for swing 
gates, sliding gates and road barriers. They can also be customised to suit specific situations, and 
integrated with other security features, such as cameras and intercoms.

Today’s access control systems are incredibly advanced and the peak of modern convenience. New 
technologies, such as V2 GO and PAL GSM units, enable the owner or property manager to open a 
gate or view their gate status from anywhere in the world. Urban Group work with gate specifiers and 
installers, offering full in-house technical design support, as well as installer training sessions.
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Torq Fast:
Key Features
• Accurate and safe operation with encoder
• Obstacle detection
• Programmable acceleration and deceleration
• Self-learning of opening and closing times
• Operation in case of absence of power using the 161237 backup battery
• Operation with solar power using the ECO-LOGIC system
• Synchronized operation of two motors using the SYNCRO module
• Magnetic limit switches, all accurate and reliable over time

Kit includes 2 x PHOX transmitters & MR2 receiver module

For gates up to 500kg with fast motor 
option available

Accessories

Syncro

CODE: 161216   -  Quick and easy plug 
in module for synchronisation of V2 

MODEL TORQ FAST TORQ 500

Description Residential use Residential use

Gate maximum weight 400kg 500Kg

Battery backup option Yes Yes

Gate speed 21m/min 16m/min

Duty cycle 40% 40%

Input power supply required 230V single phase 230V single phase

Motor power supply 24V 24V

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS 
DATA SHEETS

V2 GO Wifi Module

Code: 161230 - Wifi Receiver for V2GO

10L021 Kibo 

9 Channel Wireless Keypad for V2 
Motors
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Accessories

BULL.P1

34mm raised foundation plate for 1224 
TURBO

Bull Turbo:
Key Features
• Fast 24 VDC geared motor for intensive use with integrated 

control unit 
• The main control unit, on the top part of the motor, makes 

it possible to facilitate the wiring procedure and also 
to calculate the position of the motor starting from the 
measurement of instantaneous speed (virtual encoder)

• Self-programming with the radio transmitter can be 
activated at the first installation. Practical cableguides

• Anti-crushing system with amperometric obstacle 
detection

• Safety sensor that stops the motor power supply during 
release operations

Turbo sliding gate motor for gates up to 1,200kg

MODEL BULL 624 TURBO BULL 1224TURBO

Description Residential use Commercial use

Gate maximum weight 600kg 1,200kg

Battery backup option Yes Yes

Gate speed 26m/min 24m/min

Duty cycle 60% 80%

Input power supply required 230V single phase 230V single phase

Motor power supply 24V 24V

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS

BULL 624 BULL 1224

PRO.UP Module - 

Interface for online capability of Beninca 
motors

BE.CODE 

Wireless Keypad for Beninca Gate Motors

SPECIFICATIONS:
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Bull17 OMI:
Key Features
• The proprietary inverter technology allows the speed of the 

motor to be gradually varied with controlled and minimal 
losses in torque

• The virtual encoder allows proper management of the 
slowing-down phases, movement tracking, and torque 
management in relation to the position of the gate, which 
guarantees maximum safety

• Adjustable speed from 10 to 24 m/min according to gate 
weight

For gates up to 1,700kg

MODEL Bull17 OMI

Description Commercial use

Gate maximum weight 1,700kg

Battery backup option No

Gate speed 24m/min

Duty cycle 80%

Input power supply required 230V single phase

Motor power supply 230V three phase

Accessories

162313 Nylon Rack

For sliding gates 

DA.2S Synchronisation

Quick and easy plug in module for 
synchronisation of Beninca  sliding gate 
motors

BE.CODE 

Wireless Keypad for Beninca Gate 
Motors

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS

Yak Fast:
Key Features

• For sliding gates up to 2,500kg weight. 
• Reliable and silent. 
• With 2 adjustable mechanical stoppers. 
• Easy to release in case of a power failure. 
• Full metal internal mechanical gears. 
• Irreversible geared motor. 
• Self ventilating for increased industrial usage. 
• With slow down closing and opening cycle. 
• Safety crush prevention devise thanks to built in encoder. 
• Galvanized steel toothed fixed rack. 
• Safety switch that stops the motor power supply during manual 

release operations

For gates up to 2,500kg

MODEL YAK25 OTI

Description Industrial use

Gate maximum weight 2,500kg

Battery backup option No

Gate speed 24m/min

Duty cycle 100%

Input power supply required 230V single phase

Motor power supply 230V three phase

Accessories

B-192 Steel Rack

For sliding gates M4

13S010 Wireless Safety Beams

Safety Beams 12/24v

AWO Antennae for gate motors

Antenna for Beninca Gate Motors & 
Remotes

SPECIFICATIONS:
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• Three phase 230 Vac geared motor, ventilated for intensive 
use

• Full metal mechanics and oil lubrication. The type of oil 
used ensures maximum efficiency even at low temperatures

• The encoder device ensures precision in the gate moving 
phases

• Special casing protective treatment and paint for increased 
longevity

• The inverter technology allows for more precise adjust-
ment of the gate moving phases, and increased anti-crush 
protection

• Adjustable speed from 10m/min to 38m/min according to 
gate weight

Fast sliding gate motor for gates up to 2,500kg

MODEL BISON25 OTI

Description Industrial use

Gate maximum weight 2,500kg

Battery backup option No

Gate speed up to 38m/min

Duty cycle 100%

Input power supply required 230V single phase

Motor power supply 230V three phase

Key Features

Bison High Speed: Accessories

Safety Edge

Code: 162301 - Wired/Wireless Safety Edge 
Code: 35B022 - Safety Edge Receiver 
Code: 35B021 - Safety Edge Transmitter

BE.CODE 

Wireless Keypad for Beninca Gate Motors

162313 Nylon Rack

For sliding gates 

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Hyperfor:
• Built-in digital control unit
• Galvanized painted sheet steel cabinet
• Intensive operation even with large gates
• Obstacle detection
• Self-learning of opening and closing times
• Synchronized operation of two motors using the SYNCRO 

module
• Possibility to adjust the gearmotor torque
• Industrial electromechanical limit switch and M6 pinion
• Three-phase motor with inverter with 230V control unit 
• Programmable acceleration and deceleration 

For gates up to 4,000kg

MODEL HYPERFOR 4000-I

Description Industrial use

Gate maximum weight 4,000kg

Battery backup option No

Gate speed 19m/min

Duty cycle 95%

Input power supply required 230V single phase

Motor power supply 230V three phase

Key Features

Accessories

95A017 Steel Gear Rack

For sliding gates M6

13S010 Wireless Safety Beams

Safety Beams 12/24v

161216 Syncro

Quick and easy plug in module for 
synchronisation of V2 sliding gate motors

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Nyk:

Key Features
• Equipped with opening mechanical limit stop
• Mechanical closing stop available as an accessory
• Adjustable fixing brackets to speed up motor installation

Kit includes 2 x Motors, 1 x City2+ control board, 1 x Plug-In 
Receiver  & 2 x Remotes

Irreversible electromechanical actuator

for swing gates with leaves
up to 1.5m in length

MODEL NYK-24V

Description 24V for leaves up to 1.5m

Maximum leaf length 1.5m

Maximum leaf weight 250kg

Battery back up option Yes

Opening time to 90° 16s

Duty cycle 50%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

10V001 Phox2 

Personal pass transmitter

13S010 Wireless Safety Beams

Safety Beams 12/24v

10L021 Kibo 

9 Channel Wireless Keypad for V2 
Motors

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS

Stark3:
Irreversible electromechanical actuator

for swing gates with leaves
up to 2.5m in length

• Equipped with opening mechanical limit stop
• Mechanical closing stop available as an accessory
• Adjustable fixing brackets to speed up motor installation

Kit includes 2x Motors, Control Board, 1 x Plug-In Receiver  & 
2 x Remotes

Key Features

MODEL STARK3-24V

Description 24V for leaves up to 2.5m

Maximum leaf length 2.5m

Maximum leaf weight 600kg

Battery back up option Yes

Opening time to 90° 15s

Duty cycle 50%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

161212 B-Pack

Battery backup

 161230 V2 GO Wifi Module

Wifi Receiver for V2GO

 162268 Mechanical Limit Stop

SPECIFICATIONS:
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AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS

Stark6:
Irreversible electromechanical actuator 

for swing gates with leaves
up to 5m in length

• Equipped with opening mechanical limit stop
• Mechanical closing stop available as an accessory
• Adjustable fixing brackets to speed up motor installation
• 24V for intensive use and battery back-up option
• Equipped with mechanical opening and closing stop
• Cast aluminium frame with bronze bush for maximum durabil-

ity & reliability
• Large connection compartment located at top of motor for 

easy access

Kit includes 2x Motors, Control Board, 1 x Plug-In Receiver  & 2 
x Remotes

Key Features

MODEL STARK6-24V

Description 24V for leaves up to 5m

Maximum leaf length 5m

Maximum leaf weight 750kg

Battery back up option Yes

Opening time to 90° 25s

Duty cycle 80%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

161212 B-Pack

Battery backup

12A042 City 2+

Control board for v2 motors

 161230 V2 GO Wifi Module

Wifi Receiver for V2GO

SPECIFICATIONS:
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24V irreversible electromechanical pivoting arm actuator

Zorus:
for swing gates with leaves
up to 4m in length

• Easy installation on pillars of medium / big dimensions
• Strong articulated anti-shearing arm in pressure die-cast aluminium
• Obstacle detection
• Programmable acceleration and deceleration
• Self-learning of opening and closing times
• Operation in case of absence of power using the B-PACK backup battery
• Operation with solar power using the ECO-LOGIC system

Kit includes 2 x motors, internal control board, plug-in receiver & 2 x remotes

Key Features

MODEL ZORUS24V

Description 24V for leaves up to 4m

Maximum leaf length 4.m

Maximum leaf weight 250kg

Battery back up option Yes

Opening time to 90° 15s

Duty cycle 60%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

Articulated Slide Arm For Tight Spaces

162273 Left Hand Articulated Arm 
162274 Right Hand Articulated Arm

162275 Articulated Rising Arm

For gates with vertical rise of up to 8 
degrees 

13S010 Wireless Safety Beams

Safety Beams 12/24v

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Irreversible electromechanical motor reducer for under-
ground installation

Vulcan:
for swing gates with leaves
up to 3.5m in length

• Sealed motor reducer
• Opening up to 110° with the levers supplied
• Opening up to 180° with the accessory lever
• Built in decoder
• The special mounting holes allow the Vulcan motors to be installed 

inside numerous existing models of foundation boxes
• Adjustable opening and closing mechanical stop

Key Features

MODEL VULCAN-24V

Description 24V for leaves up to 3.5m (cable length 2m)

Maximum leaf length 3.5m

Maximum leaf weight 600kg

Battery back up option Yes

Opening time to 90° 15s

Duty cycle 80%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

161212 B-Pack

Battery backup

162218 Vulcan Lever Extension

Allows for opening angle of 110 -180 
degrees

 161230 V2 GO Wifi Module

Wifi Receiver for V2GO

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Irreversible hydraulic operator with rear and front joint for 
gates up to 5 m with opening and closing blocks.

HD24 Hydraulic:

• Reliability and high-quality materials
• Anti-crushing safety
• Operating fluidity
• Personalised key-operated release
• Self-alignment
• Perfect stroke adjustment
• Very easy to install and maintain

Key Features

MODEL HYDRO5024EAC

Description 24V for leaves up to 5m

Maximum leaf length 5m

Maximum leaf weight 500kg

Battery back up option Yes

Opening time to 90° 20s

Duty cycle 80%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

PRO.UP Module 

Interface for online capability of motor

HYBRA24 Control Panel 

24v Control Panel to be used with HD 24 
Motor

HD.STL Mechanical Motor Stops

Mechanical motor stops for Beninca 
motors

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Ursus:
230V hydraulic actuator

for swing gates with leaves
up to 6m in length

• Ideal for intensive use
• Single version for right and left leaf
• Opening and closing lock
• Closure mechanical shock absorber
• Opening and closing force adjustment through adjustable valves

Key Features

MODEL URSUS-A33 URSUS-A43

Description 230V irreversible
leaves up to 4m

shock absorber in closing

230V irreversible
leaves up to 6m

shock absorber in closing

Maximum leaf length 4m 6m

Maximum leaf weight 700kg 700kg

Battery back up option No No

Opening time to 90° 22s 33s

Duty cycle 100% 100%

Input power supply required 230V single phase 230V single phase

Motor power supply 230V single phase 230V single phase

Accessories

12G041 City1 Evo

230v Control Board

13S010 Wireless Safety Beams

Safety Beams 12/24v

10L021 Kibo 

9 Channel Wireless Keypad for V2 
Motors

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Atris:
24V electromechanical irrevers-
ible actuator

for sectional and balanced doors 
up to 15m²

• Accurate and safe operation with encoder
• Sound signalling during automatic closing
• Control panel with keypad and LCD display
• Compartment of connections protected by a lid
• Integrated LED courtesy light (400 lm), expandable to 1200 lm 

with the accessory modules 162536
• Minimum consumption in stand-by (<0.5 Wh)
• Operation in case of absence of power using the B-PACK 

backup battery
• Operation with solar power using the ECO-LOGIC system

Kit includes motor, 3.3m belt drive rail, plug-in receiver & 2 x 
remotes

Key Features

MODEL ATRIS-1000

Description 24V
maximum force 1000N

Door area <15m²

Opening time 20s

Duty cycle 30%

Input power supply required 230V single phase

Motor power supply 24V

Accessories

10K004 PMR 

Wall mounted personal pass transmitter
 4 buttons

10V001 Phox2 

Personal pass transmitter

19A001 Antennae for gate motors

Antenna for V2 Gate Motors & Remotes

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Niuba:
Fast opening automatic barrier for intensive use

• Accurate and safe operation with encoder
• Obstacle detection
• Self-learning of opening and closing times
• Synchronised operation of two barriers using the SYNCRO module
• Balanced spring included
• Anodized aluminium boom (accessory)

24V versions:
• Programmable acceleration and deceleration
• Operation in case of absence of power using the B_PACK backup battery
• Operation with solar power using the ECO-LOGIC system

Key Features

MODEL NIUBA4-24V NIUBA6-24V

Description 24V
booms up to 4m

24V
booms up to 6m

Maximum boom length 4m 6m

Battery back up option Yes Yes

Opening time 4s 5s

Duty cycle 80% 80%

Input power supply required 230V single phase 230V single phase

Motor power supply 24V 24V

SPECIFICATIONS:

NIUBA 4 NIUBA 6

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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Niuba Accessories

Niuba barrier control unit

• Programming achieved using 3 buttons and display
• Plug-in adaptor for modular radio receiver MR2
• Input for photocells with self-test function
• Input for mechanical safety edges
• Courtesy light output
• Self-learning of the limit switch points and obstacle 

detection function
• Operational cycle counter, with programmable 

maintenance reminders
• Slow-down in the limit switch area
• Monitoring of inout status using the display
• ADI connector for connecting CL1+, SYNCRO and 

BT01 optional modules
• Holding magnet output
• 24V flashing light output
• Energy Saving function to minimise consumption on 

stand-by mode

163617

4m round boom

163623

6 m round boom in two sections

163614

4 m rectangular boom

163613

6 m rectangular boom in two 
sections

163631

Cover with 2 x large intergrated 
flashing lights - Nuiba 6

163615

6 led lights for rectangular booms

163630

Cover with 2 x large intergrated 
flashing lights - Nuiba 4

163616

Articulated joint

163605

Boom support, fixed
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Eco-logic - Solar energy kit

Code: 28A034 - accumulator unit & solar panel

Phox - Personal pass transmitter

Code: 10V001 - PHOX2-433
Code: 10V003 - PHOX4-433

Auto accessories:

Next - Radion proximity system

Code: NEXT-RSE - Wirelss proximity reader
Code: NEXT-TAG - Proximity key
Code: NEXT-CARD - Proximity card

PMR - Wall mounted personal pass transmitter

Code: 10K004 - PMR4 - 4 buttons

B-Pack - Back up battery

Code: 161212 - automation operation ensured in the 
event of a power failure

Sensiva-XS - Miniaturized photocells

Code: 13C002 - wall-mounted and pillar-mounted, syn-
chronised and self aligning
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Sebury - Wired keypad

Code: 95A043 - Two-relay operation; pulse mode & 
toggle mode.

Traffic Light 

Code: 161220 - 24V traffic light with green and red 
lamps

ML6 - Multivoltage LED module

Code: 18A015 - Led device that does not need any 
maintenance

Lux2+ - ADI Module

Code: 16127 - wireless, for the management of light, 
traffic lights or electro-brake

GSM - Wireless intercom

Code: ECA2110 - 2 channel keypad

Sebury S-Touch Keypad 

Code: 95A086 - 12/24v Backlit Wired Keypad
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Flash-Prog - Quick programmer for Phox transmitters

161009 - Dual frequency: enables 433.92 Mhz and 
868.30 Mhz transmitters

Prog2 - portable programming device

Code: 161006 - 433.92 Mhz

Wally - 12/24V outdoor receiver

Code: 11G050 - 1 channel wall mounted
Code: 11G051 - 2 channel wall mounted
Code: 11G052 - 4 channel wall mounted

Mag Lock

Code: 95A003 - 12/24v 500kg Holding Force
Code: 95A046 - Z Bracket for Mag Lock

Residential Wireless Loop

Code: 95A080 - Wireless Ground Sensor for Residential 
Applications 

Commercial Wireless Loop

Code: 95A079 - Wireless Ground Sensor for Commercial 
Applications 
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Infinity Receiver 

Code: 95A095 - Standalone receiver for infinity remotes

7 Day Timer Clock

Code: 95A00 - 230v 7 Day Timer Digital Time Clock

Infinity long range remote

Code: 95A095 - Long range remote with Haptic feed-
back for gate motors

Antennae for gate motors

Code: 19A001 - Antenna for V2 Gate Motors & Remotes
Code: AWO - Antenna for Beninca Gate Motors & Re-
mote 

Horizontal Electric Lock - 

Code: 95A087 - Horizontal Electric Lock for Swing Gates 
24V

Vertical Electric Lock

Code: 95A088 - Vertical Electric Lock for Swing Gates 
24v
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Gate Motor Gear Rack

Code: 162313 - Nylon Gear Rack for Sliding Gates M4
Code: B-192 - Steel Gear Rack for Sliding Gates M4
Code: 95A017 - Steel Gear Rack for Sliding Gates M6

Kibo - Wireless Keypad

Code: 10L021 - 9 Channel Wireless Keypad for V2 
Motors

Safety Beams

Code: 13S010 - Wireless & Wired Safety beams 12/24v

Beninca Wireless Keypad

Code: BE.CODE - Wireless Keypad for Beninca Gate 
Motors

V2 GO Wifi Module

Code: 161230 - Wifi Receiver for V2GO

Safety Edge

Code: 162301 - Wired/Wireless Safety Edge 
Code: 35B022 - Safety Edge Receiver 
Code: 35B021 - Safety Edge Transmitter
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Standalone Receiver for Beninca 

Code: ONE.2WB - 2 Channel Receiver 12/24v

Beninca External Transformer 

Code: SA-24 - External Transformer for Bull 624 and Bull 
1224

V2 External Transformer 

Code: SPLITPACK - External Transformer for Torq

Syncro Cards for Bi-Parting Sliding Gates

Code: 161216 - Synchronisation Module for V2 Motors
Code: SIS - Synchronisation Module for Beninca Turbo 
Motors
Code: DA.2S - Synchronisation Module for Beninca 230v 
Motors

Premium Gate Remote
 
Code: IRI.TX4VA - 4 Channel Premium Beninca Remote 

Beninca Gate Remotes 

Code: TO.GO2A - 2 Button Beninca Remote
Code: TO.GO4AK - 4 Button Beninca Remote
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Automation Apps:

V2Go App

Remotely manage all your automations even when you 
are not at home. Not only check their status, but also 
control them! (Open, close, stop, activate the pedestri-
an opening, etc.)

Enter your home without lifting a finger. By using the 
geolocation from your smartphone, V2 GO knows 
where you are and will open the chosen automation for 
you when you approach it, saving your time.

The App lets you manage all your accesses by giving 
specific time slots to who you want, when you want.
Set up programmed scenarios to be run anytime you 
want. 

Slope Motion Damper 

Code: 199.1 - Reduces weight and speed for sloped 
sliding gates

Advantouch - Beninca

Smart device for Beninca control panels

PRO.UP Module 

Interface for online capability of Beninca motors

Flashing Light 

Code: IRI.LAMP - flashing light 20-255V ac/dc with inte-
grated antenna
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BE UP

BeUP is the application for professional installers, available for iOS and Android, to keep 
up to date on news and to access technical documentation and configure systems that 
are controlled with BeMOVE. This application is also an indispensable tool for their work: 
installers can quickly change parameters and logics on control units and access diagnostic 
information even from remote. 

Features:
• Technical documentation and online training
• An archive of your installations
• Programming, diagnostics and technical support from remote

BE MOVE

The BeMove application allows the installer to connect domestic objects and devices 
simply and quickly. Through scenario creation, programmed events, the use of time-band 
devices, activating controls through the smartphone GPS function or temporarily enabling 
users, BeMOVE does everything that we want, when we want it done, and especially when 
we are not home.

Features:
• Remote activation and control of devices 
• Control through GPS
• Manage access credentials by time bands
• Planned events
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Cloud based, GSM Access Control Solutions.

Meet the PALGate range of IOT GSM solutions. 
Suitable for use with all types of automation 

equipment and brand types. 

Established over a decade ago and becoming one 
of the World’s leading manufacturers of advanced 

IOT solutions, PAL Electronics have been at the 
forefront in the development of intuitive and smart 

GSM controller devices and services.

The range is designed for both Installer and End 
User alike, providing smart and innovative solutions 

to a clients needs and allowing for ease of install 
and management for the Installer while creating 

additional incremental earning opportunities.

PAL App

Over 7M satisfied end users World-wide, open and 
manage their gates, barriers and doors with the PALGATE 
smartphone application. 

Versions available include Android and iPhone and includes 
support for voice activation services such as SIRI, Apple 
Watch, Google Assistant and Google Home. The PALGATE 
smartphone App allows you to; 

• Full gate / door / barrier activation control
• Access management
• Add / Remove users in seconds
• Gate activation history
• Push notifications
• Manage Smart Encrypted Remotes

Why PAL electronics?

All in one - Pal’s user-friendly APP enables to manage 
& control all your gates & doors from the same APP. 
Join more than 7 Million satisfied users!

Installation - Plug & play devices which ensure a fast 
& clean installation.

I0T - Our small wireless devices connect to any electric 
gate/door, lighting control or any place where saving 
time and remotely control and manage is an essence.

Web portal – Time events, yearly calendar, installation 
status, time groups and many additional features 
makes it easy to all our chain of users: distributor-
installer-end users to mange and control their device.
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Designed by Installers / Engineers for Installers and 
Engineers. 

The PALGATE web portal allows you to easily control your 
devices from anywhere in the world via a web interface 
while also creating additional incremental earning 
opportunities for your business.

Features:
• Add or delete users
• Manage smart remote controls, car numbers, etc. 
• Access the unit’s settings, adjustable timers
• Access log reports 

All managed via cloud access and using the latest 
encryption technology for secure peace of mind. 

PALGATE Web Portal
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Accessories

VD900-433   VEHICLE DETECTOR

• Wireless
• Working Range from 15 metres
• 7 year battery life
• Managed via web portal

SMART REMOTE CONTROL

• 128 bit encryption
• Working Range up to 100 metres
• Compatible with WR series

GSM Units
State of the art access control

PAL Electronics have been at the forefront in the development 
of intuitive and smart GSM controller devices and services. 
The PALGate range of IOT GSM solutions is designed for both 
Installer and End User alike with its WEB interface and APP, 
providing smart and innovative solutions to a clients needs and 
allowing for ease of install and management for the Installer.

MODEL SG304GI-L SG304GI-WR SG304GI SG314GI-WR

Description 1 output 1 input 1 output, 1 input 
Wireless receiver

1 output 1 input Wiegand 26
1 output, 1 input 
Wireless receiver

Network support 2G, 3G, 4G 2G, 3G, 4G 2G, 3G, 4G 2G, 3G, 4G

No. of PALGATE 50 unlimited unlimited unlimited

Smart controls No Yes -4,000 No Yes - 4,000

Input Voltage 12-24 VDC 12-24 VDC 12-24 VDC 12-24 VDC

SPECIFICATIONS:

AVAILABLE ONLINE 
SPECIFICATIONS 
INSTALLATION DOCUMENTS
DATA SHEETS
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The world’s best gate 
hardware for durability, 
performance and peace 
of mind.
We have a comprehensive catalogue of gate hardware, sourced from reputable manufacturers with 
a long history of proven performance in the market. The gate automation and hardware we offer is 
hand-picked for its market-leading design, manufacture, technology and reliability.

We are also an authorised distributor for Australia’s D&D Technologies, the inventors of magnetic 
gate latches and polymer gate hinges. Their range of award-winning, Australian-made products 
offers an array of solutions for gates around swimming pools, homes, gardens, childcare centres, 
schools, playgrounds, pet compounds and other residential and commercial projects. Our team 
knows these products inside out and can guide you on the right selections for your projects.
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Aluminium Cantilever 
Gate System:
An innovative and superior solution for aluminium cantilever 
gates. Light, but extremely strong this piece of engineering 
excellence is ideal for gates up to 8.5m W, especially for high 
usage sites. The hard-wearing nylon wheels and bearings have 
been tested to over 1,000,000 revolutions with no sign of deg-
radation. 

The nylon wheels on aluminium is quieter than a traditional steel 
cantilever system and much easier to handle when it comes to 
installation. No longer do you need specialist lifting equipment 
to mount the gate on the carriages. This can simply be done 
using man power. 

Aluminium Monorail 

6060 T6 grade. 6m L  
CODE: 980/6 

5 Wheel nylon cantilever carriage for aluminium rail 

CODE: 931

End wheel for aluminium cantilever rail 

CODE: 934

End cap for aluminium cantilever rail 

CODE: 935

Limit end cup for aluminium cantilever rail 

CODE: 947
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Opening (A) (m) 4 5 6 6.5 7 7.5 8

Carriage spacing* (C) (m) 1.33 1.67 2 2.17 2.33 2.5 2.68

Overall Gate Length (L) (m) 5.83 7.17 8.5 9.17 9.83 10.5 11.17

Max weight per meter (kg) 82 67 56 52 49 46 43

Foundation size** (m) 2.0x0.5x0.5 2.25x0.5x0.5 2.5x0.5x0.5 2.7x0.5x0.5 2.9x0.5x0.5 3.0x0.5x0.5 3.2x0.5x0.5

Aluminium Cantilever Quick Guide Table. Max Gate Weight (Pt) 480kg

* Carriages should have a minimum clearance of 250mm from the edge of the concrete pad to the centre of the carriage
** Length x Height x Width 

Technical Specifications
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Commercial Steel 
Cantilever Hardware – 
L Series :
Partnering with Hi-Motions of Italy, we are proud to bring this 
range of high-quality commercial steel cantilever hardware 
to the New Zealand market. Hi-Motions is part of the Beninca 
Group and puts quality and innovation at the for front of their 
philosophy.

Hi Motions has a range of tools and configurators on there web-
site which you are welcome to access. You can access by visiting 
https://configurator.himotions.it/ 

9 Wheel L Series Cantilever Carriage 

CODE: 301.9L

L Series Cantilever Rail, Galvanised 

CODE: 328.6  

End cap for L series cantilever rail 

CODE: 309.L

End Wheel for L series cantilever rail 

CODE: 307.L

Limit end cup for L series cantilever rail code: 

CODE: 310.L
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Opening (A) (m) 6 7 8 9 10 11 12

Carriage spacing* (C) (m) 2.13 2.55 2.95 3.23 3.57 3.9 4.23

Overall Gate Length (L) (m) 8.73 10.15 11.55 12.83 14.17 15.40 16.73

Max weight incl. rail (kg) 600 600 600 500 500 500 500

Foundation size** (m) 3.25x0.5x0.75 3.75x0.5x0.75 4x0.5x0.75 4.5x0.5x0.75 5x0.5x0.75 5.6x0.5x0.75 6.2x0.5x0.75

L Series  Cantilever Quick Guide Table

*Carriages should have a minimum clearance of 400mm from the edge of the concrete pad to the centre of the carriage
** Length x width x depth
***Specific calculations for foundation size can be obtained by visiting the configurator

TRY OUT HI-MOTIONS CONFIGURATOR

Technical Specifications
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Industrial Steel 
Cantilever Hardware - 
XL Series :
Partnering with Hi-Motions of Italy, we are proud to bring this 
range of high-quality industrial steel cantilever hardware to 
the New Zealand market. Hi-Motions is part of the Beninca 
Group and puts quality and innovation at the for front of their 
philosophy.

Hi Motions has a range of tools and configurators on there 
website which you are welcome to access. You can access by 
visiting https://configurator.himotions.it/ 

9 Wheel XL Series Cantilever Carriage 

CODE: 301.9XL
 

XL Series Cantilever Rail

Galvanised 
CODE: 333.6  

End cap for XL series cantilever rail 

CODE: 309.XL

End Wheel for XL series cantilever rail 

CODE: 307.XL

Limit end cup for XL series cantilever rail 

CODE: 310.XL
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Opening (A) (m) 12 13 14 15 16 17 18

Carriage spacing* (C) (m) 4.89 5.25 5.66 6.03 6.42 6.81 7.22

Overall Gate Length (L) (m) 17.49 18.85 20.26 21.62 22.43 23.81 25.82

Max weight incl. rail (kg) 600 600 600 800 800 800 800

Foundation size** (m) 3.8x0.75x1 4x0.75x1 4.2x0.75x0.1 4.5x0.75x1 4.8x0.75x1 5x0.75x1 5.2x0.75x1

XL Series  Cantilever Quick Guide Table

*Carriages should have a minimum clearance of 400mm from the edge of the concrete pad to the centre of the carriage
** Length x width x depth
***Specific calculations for foundation size can be obtained by visiting the configurator  

TRY OUT HI-MOTIONS CONFIGURATOR

Technical Specifications
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U groove Recessed Wheel

90mm 
CODE: 106 

U groove Undergate Wheel

100mm
CODE: 122/100

U Groove Sliding Gate Track

20mm
CODE: 720/Z3F – 3m Track
CODE: 720/Z6F – 6m Track 

Sliding Gate 
Hardware:

Nylon roller

CODE: 264 - 60mm
CODE: 230.150 - 150mm
CODE: 230.250 - 250mm
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Gate Stop

Pressed steel and zinc coated
CODE: 474

Nylon Slide Guide

CODE: HSSG00 

Gate Catch

CODE: HSGC00 - 50mm-60mm with rub rail
CODE: HSGC01 - 65mm-125mm with rub rail

Roller Bracket

CODE: HSRBKT   - 50mm-60mm with rub rail
CODE: HSRBKT1 - 65mm-125mm with rub rail

Side Mounted Roller Bracket

150mm side mounted with white nylon roller
CODE: HSRBKT3  
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Swing Gate 
Hardware:

Single Gate Bearing Hinge Kit

CODE: BH012 - 50mm inserts
CODE: BH024 - 100mm inserts

Gate Wheel

Fixed, capacity up to 200kg, adjustable height.
CODE: RM80R

Adjustable Hinge

CODE: HADH - M16 90mm
CODE: HADH120 - M16 120mm
CODE: HADH150 - M16 150mm

Hinge Mounting Plate

CODE: HHPL
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Telescopic Sliding 
Gate Hardware:
  The Hi-Motions telescopic sliding gate kit is the first of its kind, 
being designed to mount under the gate rather than on the 
side like traditional systems. This hides any unsightly cables and 
pully’s and keeps the overall look of the gate very tidy. 

Telescopic sliding gate kit

Designed for openings up to 8m wide

CODE: 280.B34
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D&D Hardware:
D&D Technologies is a company dedicated to the design and 
manufacture of quality, state-of the-art gate latches, locks and 
hinges.

Adjustable, Self-Closing Hinges for gates up to 33kg

• Ideal for pool and child safety gate applications
• D&D-patented tension adjustment
• Won’t rust, bind, sag or stain
• Adjust tension from either end
• UV-stablilized, industrial-strength
• polymer construction
• Self-lubricating durability, requires no maintenance
• Internal stainless steel closing spring
• Hinges sold as pairs

TCA1S3BT TCA1L2S3BT

Gate Mate-
rial

Metal Metal

Ideal Gap 19mm 19mm

Gap Variance 9-22mm Fixed 21mm

Adjustable, Self-Closing Hinges for heavy/high traffic 
gates up tp 70kg

• Suitable for use on pool and child safety gate applica-
tions

• D&D-patented tension adjustment
• Won’t rust, bind, sag or stain
• Adjust tension from either end
• UV-stablilized, industrial-strength polymer construction
• Self-lubricating durability, requires no maintenance
• Internal stainless steel closing spring
• Hinges sold as pairs

TCHDAS3BT TCHD1AL1S3BT

Ideal Gap 19mm Metal
1 Leg

Gap Variance 9-25mm 9-25mm

Gate Material Metal Metal

Side Legs - 1 Leg
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Self-Closing Aluminium Hinges

• Traditionally styled, self-closing hinges
• Aluminium contruction with powder-coated finish
• Wall and post mount models available
• Internal stainless steel closing spring
• Tension adjustment from either end
• Low finish polymer bushes for smooth closure
• Self-closes gates up to 20kg

KF3A1BL

Feature Wall or post mounted

Gap Variance Fixed at 21.5mm

General-Purpose Gate Hinges for light- to mid-weight gates

• New economical gates hinges
• KF3P model for gates up to 25kg
• KF3S self-closes gates up to 20kg
• Industrial-strength polymer construction
• Integrated safety cap prevents foothold
• Stainless steel components
• Won’t rust, bind sag or stain

KF3P KF3S

Feature Plain pivoting -
no spring

Self-closing - 
fixed tension

Gate Gap Fixed at 19mm Fixed at 19mm

Gate 
Material

Metal/Wood/
Vinyl

Metal/Wood/Vinyl

LLDAB

Feature Wall or post mounted

Gate Material Metal/Wood/Vinyl

Ideal Gate Gap 19mm

Min Post Size 25mm+

General-purpose Gate Latch

• Ideal latch for home and garden gates (non safety)
• Key lockable – no need for padlocks or chains
• With or without EAK (External Access Kit)
• Quick and easy to install on all gate materials
• Strong polymer design will not rust or stain
• Marine-grade stainless steel components
• Vertically and horizontally adjustable
• Round-post model available
• Australian Made and Owned
• Lifetime Warranty
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Privacy and Security Gate Latch

• Operates and locks from both sides of gate
• Easy installation: drill only one hole through post
• Can be rekeyed (by locksmith) to match door locks
• Fits fence posts up to 150mm deep
• Vertically and horizontally adjustable
• Super-strong engineered polymer housings
• Marine-grade stainless steel components
• Australian Made and Owned
• Lifetime Warranty

LLDAB

Feature Wall or post mounted

Gate Material Metal/Wood/Vinyl

Ideal Gate Gap 19mm

Min Post Size 38mm+

The original, versatile magnetic latch

• Small & unobtrusive - easy to install
• Will not rust or corrode
• Non-Lockable

The Original Magnetic Child Safety Gate Latch

• The World’s most trusted safety gate latch
• Ideal for residential or commercial safety gates
• Improved stylish “Series 3” design
• Industry leading magnetic latching technology
• Visiual indicator provides Locked/Unlocked status
• 6-pin lock for higher security
• Vertical and horizontal adjustment
• Alignment marks indicate when adjustment is required

MLSPS2

Ideal gap 10mm

Gap Variance 7-17mm

ML3TP ML3VP

Top Pull Vertical Pull

Ideal gap 19mm 19mm

Gap Variance 13-38mm 13-38mm

98



Gate Protection Device  

• Ideal gate-alignment device
• Industrial stength polymer construction + rubber bumper
• Prevents damage to latches and hinges
• Greatly reduces gate-slam noise
• Two side-fixing legs for added strengh

TCGS2 TCGS3

Gate Material Metal/Wood/Vinyl Metal

Premium, Lockable Security 
Drop-Bolt

• 316 marine-grade stainless steel drop-rod
• Tough polymer-housing mounting system
• 6-pin lock (rekeyable to match door and gate locks)
• Retention grooves prevent dropping and dragging
• Bolt lengths 450 & 610 mm

LB118BX LB124BX

Gate Material Metal Metal

Bolt Length 450mm 610mm

Economical, Padlockable Security 
Drop-Bolt

• Electro-polished stainless steel, powder coated
• Tough polymer-housing mounting system
• High wear and corrosion resistant drop-rod
• Padlockable, with padlock storage feature
• Retention tabs prevent dropping and dragging
• Bolt lengths 610 & 1020 mm

QB124 QB140

Gate Material Metal Metal

Bolt Length 610 mm 1020 mm
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Urban Group (NZ) Ltd
71A Patiki Road, Avondale
33 Tararua Road, Levin
PO Box 1136, Levin, New Zealand
Phone:  +64 6 367 6363
Fax:  +64 6 367 6365
Email:  sales@urbangroup.co.nz

urbangroup.co.nz
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